
NO. PART NO. DESCRIPTION MATERIAL

1 64501 VALVE BODY AISI 316L / AISI 304L

2 64502 O’RING SILICONE

3 64503 GUIDE BUSHING DELRIN

4 64504 SPRING AISI316L / AISI 304L

5 64505 O’RING EPDM

6 64506 SCREW AISI 304

7 64507 COVER AISI 304

8 64508 SCREW AISI 304

9 64509 SEAT PLATE AISI 316L / AISI 304L

10 64510 SEAT DELRIN

11 64511 BUSHING DELRIN
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Tank Vent
645 Series (Rev. 1/07)

Exploded view of standard Tank Vent
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Application

The Tank Vent is used as a breather valve to avoid 

vacuum or over pressurization inside a tank or piping 

system. 

Working Principle

When the pressure in a tank goes below 

atmospheric pressure the valve sucks in air to reach 

equilibrium with atmospheric pressure.  When the 

pressure inside of a tank goes above atmospheric 

pressure the assembly moves up and releases the 

pressure to reach equilibrium with atmospheric 

pressure.    

Standard Design

A light  weight seat-seal assembly with calibrated 

spring is enclosed in a special polymer bushing. The 

bushing is guided in a stainless steel housing. 

Available sizes
1.5”, 2”, 2.5”, 3”, 4”, 4”Jumbo
       
Options  

End connections: Sanitary Clamp 
                              

Material:  AISI 316L or AISI 304L
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Material  :

AISI 316L or AISI 304LMain steel parts.........................   
Other steel parts........................AISI 304 

FDA Seals :

Standard....................................  SILICONE
Optional.....................................VITON

EPDM

Bushing :................................. DE LRIN

Nominal Pressure  :
 

     

Surface Finish :
  
Standard Finish........................ Ra </= 25   (Grit 220g)

Connections ............................ Sanitary Clamp (ISO 2852 / BS 4825) 

Vacuum break : 0.09 PSI
Positive Pressure : 1PSI

Flow Capacity
1.5"- 2"     - 250 gpm
2.5"- 4"     - 550 gpm
4" Jumbo - 1100 gpm

µ in

TECHNICAL SPECIFICATIONS :

645 Series
Tank Vent

 A 

 B  

 1½”   2”    2 ½”  3”  Dimensions 

 C  

3 55/64 3 55/64 3 55/64 3 55/64

2 3 17/32 3 1/16 3 9/16

2 3/4 3 15/32 3 1/32 4 11/16
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Dimensions (Inches)

645 Series Tank Vent Ordering System  

 Series                        

Seals        
End 

Conn’s

  Type

645  TV Size          

Size

Seals

S    SILICONE / Std.
V    VITON
E    EPDM        

Material           

Material
6    AISI 316L
4    AISI 304L

End Connection

15   1.5”
20   2”
25  2.5”
30   3”
40   4”
4J   4” Jumbo

K    Sanitary Clamp
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 4”  4” J 

3 55/64 3 55/64

4 11/16 4 11/16

4 11/16 5 3/4
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